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Excellence in LED Lighting

2
3

The founders of Shadow
-Caster™ are driven to 

bring products to the m
arketplace that deliver high 

perform
ance and reliability. Their devotion to the 

boating com
m

unity drives constant evolution and 
im

provem
ents to the Shadow

-Caster™ product line. 
This continual im

provem
ent sets Shadow

-Caster ™ 
Lighting above the rest.

At Shadow
-Caster™ w

e strive to innovate beyond 
the standard LED light. O

ver the last few
 years, our 

Shadow
-N

ET™ technology has continuously evolved 
and today you w

ill find products utilizing our unique 
lighting protocol integrated across m

any boat 
m

anufacturers. Shadow
-N

ET™ delivers on our vision 
to provide custom

ers w
ith integrated lighting control 

for an entire boat.

O
U

R STO
RY

Shadow
-Caster™ specializes in the design and 

m
anufacture of a com

plete range of innovative 
m

arine LED lighting products, controls and 
accessories. All products are m

anufactured at 
our facility in Clearw

ater, Florida U
SA. W

e pride 
ourselves on our superior custom

er support, m
aking 

us the clear choice for lighting products that are 
exceptionally bright, robust and effi

cient.

W
e have relationships w

ith m
ajor m

arine electronic 
m

anufacturers, including G
arm

in, Raym
arine, Furuno, 

Sim
rad, Low

rance, B&G
, and H

um
m

inbird to offer 
integrated solutions to provide seam

less and easy to 
use m

arine lighting control interfaces.

SH
ADO

W
-CASTER™ LED LIG

H
TIN

G



U
N

DERW
ATER LIG

H
TS0.66” 
[16.8m

m
]

4” 
[101.6m

m
]

Bronze housing and borosilicate glass w
indow

 
m

ake this light a great all round choice.

• Best in class for brightness, ease of operation 
and quality 

• Ideal for ‘Live In The W
ater’ boats

• Proprietary clear-gel-filled design
• Scratch resistant, tem

pered glass lens
• Bronze housing
• IP68 fully subm

ersible w
aterproof design

• Transient surge and reverse polarity protection
• Therm

al throttling technology
• 10-40V input range

SCR SERIES

4” 
[101.6m

m
]

0.66” 
[16.8m

m
]

• U
p to 10,000 lum

ens
• 120° beam

 angle
• 90 w

atts pow
er draw

• 12 built-in colors (CC m
odel only)

• U
nlim

ited colors enabled w
ith Shadow

-N
ET™ 

(RG
B-CC m

odel only)

SCR-24

LED colors:

BW
BB

AG
G

W
RG

B 
CC

O
ur new

est underw
ater light series for sm

aller 
and m

ore cost sensitive applications.
• Bronze housing w

ith 3.4” diam
eter and tem

pered glass 
w

indow
• Ideal for ‘Live In The W

ater’ boats
• Clear gel filled design
• 24 w

atts, 3000 lum
en output

• IP68 fully subm
ersible w

aterproof design

SC3 SERIES

SC3-BZSM
• Econom

ical cost option
• Bronze housing
• U

p to 3,000 lum
ens 

• Surface m
ount

• Passive RG
B design

• 2A current draw
 at 12V

• 10-30V input range
• U

nlim
ited colors enabled w

ith Shadow
-N

ET™ 
(RG

B-CC m
odel only)

LED colors:

BW
BB

G
W

RG
B 

CC

SC3-ALTB PO
N

TO
O

N
 LIG

H
T

• U
se w

ith RG
B controller

• H
ard anodized alum

inum
 housing

• U
p to 3,000 lum

ens 
• Bracket m

ount
• Passive RG

B design
• 1A current draw

 (RG
B)

• 1.4A current draw
 (single color)

• 12V input only
LED colors:

RG
B

BB
G

W

3.4” 
[76m

m
]

0.6” 
[15.2m

m
]

SCR-16
• U

p to 7,000 lum
ens

• 120° beam
 angle

• 60 w
atts pow

er draw
• Built-in color control (BW

 m
odel) 

• Built-in dim
m

ing (single color m
odels)

BW
BB

AG
G

W
U

B
CR

LED colors:

3.4” 
[84m

m
]

0.8” 
[20.3m

m
]

5
4

A light designed specifically for bracket 
m

ounting on pontoon boats.
• Rear bolt design provides a sleek m

ounting profile
• H

ard anodized alum
inum

 housing w
ith glass w

indow
• 3 color options including RG

B
• IP68 fully subm

ersible w
aterproof design

SC3 PO
N

TO
O

N

SEE BACK CO
VER FO

R PART N
U

M
BERS
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6 U

N
DERW

ATER LIG
H

TS

SCM
 SERIES U

LTRA-LO
W

 PRO
FILE DESIG

N

0.5” 
[12.7m

m
]

Low
 profile design, high brightness and stainless 

steel housing m
ake this light a great choice for 

trailer and lift kept boats.

• Proprietary clear-gel-filled design
• Tough, polycarbonate lens
• Corrosion resistant passivated stainless steel 316 

housing
• IP68 fully subm

ersible w
aterproof design

• Transient surge and reverse polarity protection
• Therm

al throttling technology
• 10-40V input range

SCM
 SERIES

2.4” 
[61m

m
]

10” [254m
m

]

SCM
-10

• 10 single color LEDs 
• U

p to 4,000 lum
ens

• 120° beam
 angle

• 42W
 pow

er draw
LED colors:

BB
G

W
AG

CR
U

B

7.2” [182.9m
m

]

5.8” [147.3m
m

]

SCM
-10-EXT-CC

• 10 RG
BW

 LEDs 
• U

p to 4,000 lum
ens

• 120° beam
 angle

• 42W
 pow

er draw
LED colors:

RG
BW

 
CC

SCM
-6

• 6 single color LEDs
• U

p to 2,400 lum
ens

• 120° beam
 angle

• 24W
 pow

er draw
LED colors:

BB
G

W
AG

CR
U

B

• 4 single color LEDs
• U

p to 1,600 lum
ens

• 120° beam
 angle

• 16W
 pow

er draw

SCM
-4

LED colors:

BB
G

W
AG

CR
U

B

2.4” 
[61m

m
]

10” [254m
m

]

2.4” 
[61m

m
]

2.4” 
[61m

m
]SEE BACK CO

VER FO
R PART N

U
M

BERS



9
8 Ideal choice for lighting large deck areas of your 
vessel.

• Flush m
ount version ideal for m

ounting in T-Tops
• Bracket m

ount version is ideal for retrofit in 
existing installations

• W
hite or black finish available

• Durable glass lens
• IP67 w

aterproof design
• 10-30V input range

SPREADER LIGH
TS

O
verhead lighting for your vessel. Ideal for T-tops 

and interior areas.

• W
hite, black or chrom

e finish to m
atch your boat 

aesthetics
• DLX version is 3 inch outside diam

eter w
ith all 

glass reveal
• DL version is 2 inch outside diam

eter
• 10-30V input range

DO
W

N
 LIGH

TS

ABO
VE W

ATER LIG
H

TS

• A sim
ple low

er cost 
Dow

n Light option
• 300 lum

ens
• 120° beam

 angle
• 3W

 pow
er draw

• IP67 w
aterproof design

• 3” [76.2m
m

] outside diam
eter

• 0.175” [4.5m
m

] m
ounting height

• 2″ [50.8m
m

] m
ounting hole

SCM
-DLXS

LED colors:

BB
W

W
CW

5” [127m
m

]

SCM
-SLF-W

H
 Flush M

ount

LED colors:RG
BW

CC
W

BR
G

W

LED colors:RG
BW

CC
W

BR
G

W

• Supports dim
m

ing
• 300 lum

ens
• 120° beam

 angle
• 3W

 pow
er draw

• IP67 w
aterproof design

• Shadow
-N

ET™ Enabled 
(RG

BW
-CC m

odel)

• 3” [76.2m
m

] outside diam
eter

• 0.175” [4.5m
m

] m
ounting height

• 2″ [50.8m
m

] m
ounting hole

SCM
-DLX

• Supports dim
m

ing
• 300 lum

ens
• 120° beam

 angle
• 3W

 pow
er draw

• IP67 w
aterproof design

• Shadow
-N

ET™ Enabled 
(RG

BW
-CC m

odel)

• 2” [50.8m
m

] outside diam
eter

• 0.175” [4.5m
m

] m
ounting height

• 2″ [50.8m
m

] m
ounting hole

SCM
-DL

SCM
-SL SERIES

• Low
-profile alum

inum
 

housing 
• 2,200 lum

ens
• 60° beam

 angle
• 24W

 pow
er draw

• IP67 w
aterproof design

• 1.6” m
ounting depth (flush m

ount) 
• 2.8” m

ounting depth (bracket m
ount)

• Shadow
-N

ET™ Enabled (RG
BW

-CC m
odel)

SCM
-SLB-BK Bracket M

ount

LED colors:RG
BW

CC
W

BR
G

W

SCM
-SLB-W

H
 Bracket M

ount

LED colors:RG
BW

CC
W

BR
G

W

4.25” [108m
m

]

1.6” 
[40.6m

m
]

1.7” 
[43.2m

m
]

LED colors:RG
BW

CC
W

BR
G

W

LED colors:RG
BW

CC
W

BR
G

W

LED colors:RG
BW

CC

SCM
-SLF-BK Flush M

ount

LED colors:RG
BW

CC
W

BR
G

W

1.7” 
[43.2m

m
]

5” [127m
m

]

4.25” [108m
m

]

1.6” 
[40.6m

m
]

SEE BACK CO
VER FO

R PART N
U

M
BERS

Chrom
e w

indow
 

m
odels



The SCM
-RAL series offer bright accent 

lighting in a com
pact and low

 pow
er draw

 
design.
The RAL series are IP68 rated m

aking them
 

great for illum
inating baitw

ells, hatches, 
cupholders, toe kicks and highlighting sm

aller 
areas of your vessel.

RO
U

N
D ACCEN

T LIGH
TS

Shadow
-Caster ™ Accent Strip Lights provide 

color changing RG
B lighting for accent 

areas, hatches, steps, coves, shelves and 
com

partm
ents. 

The SCM
-AL-LED m

arine LED light strip is 
ideal for m

ounting out of direct view
 w

hile the 
SCM

-AL-N
EO

N
 & SCM

-AL-M
IN

I-N
EO

N
 versions 

are recom
m

ended w
here the strip w

ill be 
directly visible, as they have an integrated 
light diffuser to create a pleasant, continuous 
lighting look.

ACCEN
T STRIP LIGH

TS

11
10

Low
 profile design great for lighting accent 

areas, hatches, steps and baitw
ells.

Available in tw
o finishes: polished stainless 

steel, or U
V resistant ABS w

ith a black and 
w

hite cover included.

CO
U

RTESY LIGH
TS

• U
p to 26,000 m

cd light 
output

• 40,000 hour LED lifetim
e

• 12/24V com
patible 

• 60m
A (single color)

• 120m
A m

ax (RG
B)

• IP67 w
aterproof design 

• 3″ x 0.78” x 0.2″ [76.2 x 19.8 x 5.1m
m

]
• Edge em

itting LED lights w
ith 110° 

view
ing angle for single lights and 130° 

for color changing lights

SCM
-CL / SCM

-CL-SS

LED colors:

RG
B 

CC
BW

BB
G

W
CR

SEE BACK CO
VER FO

R PART N
U

M
BERS

ABO
VE W

ATER LIG
H

TS

SCM
-RAL-RG

B-0.5
SCM

-RAL-RG
B-0.4-PW

SCM
-RAL-RG

B-0.4-AB

Description
Clear plastic 
bright light

Diffused plastic 
low

 profile
Black alum

inum
 

w
ith clear lens

Recom
m

ended 
U

se
Baitw

ells, hatches and 
courtesy lighting

H
atches, m

ap lighting and sm
all 

spaces
G

reat for cup holders and panel 
m

ount instrum
ent lighting

IP Rating
IP68

IP67
IP65

Voltage/Current
12V/30m

a
12V/20m

a
12V/20m

a
O

pening
1/2” [12.7m

m
]

3/8” [9.5m
m

]
3/8” [9.5m

m
]

 18'' [4
57mm] 

0.4in
9.9mm

0.6in
15.1mm

3/8''-3
2

0.5'' [1
2.7mm] 

 18'' [4
57mm] 

0.4in
9.9mm

0.6in
15.1mm

3/8''-3
2

0.5'' [1
2.7mm] 

 18'' [4
57mm] 

0.88 [2
2.3mm] 

0.88in
22.2mm

0.44in
11.2mm

1/2''-2
0

 18'' [457m
m

] 0.4in
9.9m

m

0.6in
15.1m

m

3/8''-32
0.5'' [12.7m

m
] 

 18'' [457m
m

] 0.4in
9.9m

m

0.6in
15.1m

m

3/8''-32
0.5'' [12.7m

m
] 

 18'' [457m
m

] 

0.88 [22.3m
m

] 

0.88in
22.2m

m

0.44in
11.2m

m

1/2''-20

Ø
 0.44” [11.2m

m
]

0.88” [22.4m
m

]

Ø
 0.88” 

[20.3m
m

]
0.5” [12.7m

m
]

 18'' [457m
m

] 0.4in
9.9m

m

0.6in
15.1m

m

3/8''-32
0.5'' [12.7m

m
] 

 18'' [457m
m

] 0.4in
9.9m

m

0.6in
15.1m

m

3/8''-32
0.5'' [12.7m

m
] 

 18'' [457m
m

] 

0.88 [22.3m
m

] 

0.88in
22.2m

m

0.44in
11.2m

m

1/2''-20

Ø
 0.4” 

[10.2m
m

]

0.95” [24.1m
m

]

Ø
 0.5” 

[12.7m
m

]

1” [25.4m
m

]

 18'' [457m
m

] 0.4in
9.9m

m

0.6in
15.1m

m

3/8''-32
0.5'' [12.7m

m
] 

 18'' [457m
m

] 0.4in
9.9m

m

0.6in
15.1m

m

3/8''-32
0.5'' [12.7m

m
] 

 18'' [457m
m

] 

0.88 [22.3m
m

] 

0.88in
22.2m

m

0.44in
11.2m

m

1/2''-20

Ø
 0.4” [10.2m

m
]

3/8” [9.5m
m

]

Ø
 0.5” 

[12.7m
m

]

0.6” 
[15.24m

m
]

 18'' [4
57mm] 

0.4in
9.9mm

0.6in
15.1mm

3/8''-3
2

0.5'' [1
2.7mm] 

 18'' [4
57mm] 

0.4in
9.9mm

0.6in
15.1mm

3/8''-3
2

0.5'' [1
2.7mm] 

 18'' [4
57mm] 

0.88 [22.3mm] 

0.88in
22.2mm

0.44in
11.2mm

1/2''-2
0

SCM
-RAL-RG

B-0.4-PW
SCM

-RAL-RG
B-0.4-AB

SCM
-RAL-RG

B-0.5

baitw
ell im

age
SCM

-AL-N
EO

N
SCM

-AL-M
IN

I-N
EO

N
SCM

-AL-SV-M
IN

I-N
EO

N
SCM

-AL-LED

Type
N

eon RG
B

N
eon RG

B 
(sm

aller bend radius than 
SCM

-AL-N
EO

N
)

Side Illum
inated N

eon RG
B 

(sm
aller bend radius than 

SCM
-AL-N

EO
N

)
LED RG

B

Installation
Ideal for installing w

here strip w
ill be visible

Ideal for installing out 
of ‘line-of-sight’

Illum
ination

Diffuse RG
B color

RG
B Color

Lengths Available
8ft & 16ft 

[2.44m
 & 4.88m

]
8ft, 16ft & 30ft 

[2.44m
, 4.88m

 & 9.14m
]

8ft & 16ft 
[2.44m

 & 4.88m
]

Cut Lengths
Cut to length in ¼

“ 
(31.25 m

m
) increm

ents
Cut to length in 1” (2.5cm

) 
increm

ents
Cut to length in 1” (2.5cm

) 
increm

ents
Cut to length in 2” 
(5cm

) increm
ents

W
aterproof

IP67 w
aterproof design

Cross Section
0.5” x 0.8” [12.7 x 20.3m

m
]

0.4” x 0.4” [10.2 x 10.2m
m

]
0.2” x 0.5” [5.1m

m
 x 12.7m

m
]

0.2” x 0.5” [5.1m
m

 x 12.7m
m

]

Bend Direction

M
ounting Track

See Accessories on page 19 for available M
ounting Track

RG
B

RG
B

RG
B

RG
B

RG
B

RG
B

RG
B
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N
TRO

LLERS

The Shadow
-Caster™ Light Com

m
ander is an 

N
M

EA 2000 connected lighting controller based 
on the new

ly published N
M

EA 2000 lighting 
control standards.
U

tilization of N
M

EA 2000 lighting standards 
enable “next level” im

plem
entation of lighting 

control and m
arine system

 integration and 
system

 interoperability.
The expandable Light Com

m
ander m

ulti-zone 
lighting controller supports up to 6 zones of 
lighting per m

odule w
ith native support for 4 

zones of RG
B or RG

BW
 lights and unlim

ited 
Shadow

-N
ET™ devices.

The lighting controller supports program
s 

including m
ultiple color fade, m

usic sync and 
color rotation.

SCM
 LIGH

T CO
M

M
AN

DER
• N

M
EA 2000 backbone or M

FD netw
ork port 

connectivity
• IP67 w

ater resistant rated housing w
ith 

Deutsch connections
• All in one design, no need for a separate M

FD 
com

m
unication bridge (SCM

-LC-PLU
S)

• U
p to 6 separate zones of lighting control - 

expandable to 18 zones by connecting m
ultiple 

units
• 6 “Instant O

N
” sw

itch inputs for enabling lights 
w

ithout M
FD control

• Support for RG
B and RG

BW
 lighting 

CO
M

PATIBLE W
ITH

 LEADIN
G

 M
FD BRAN

DS

SCM
 LIGH

T CO
M

M
AN

DER 
M

U
LTI-ZO

N
E LIGH

TIN
G CO

N
TRO

LLER

IN
TERFACIN

G
 TO

 TH
E SCM

 LIG
H

T CO
M

M
AN

DER
N

ETW
O

RK IN
TERFACE

Direct netw
ork connectivity, supported 

by m
ost M

FD m
anufacturers.

SCM
-LC-PLUS

N
M

EA 2000
Direct N

M
EA 2000 connectivity.

Check w
ith your M

FD m
anufacturer 

to verify support. 
SCM

-LC-N
2K or SCM

-LC-PLUS

PU
SH

 BU
TTO

N
 CO

N
TRO

L FO
R 6 ZO

N
ES

Push button control for 6 zones via 
m

om
entary sw

itch.
• Press for O

N
/O

FF
• Press and hold to dim

LIGH
T CO

M
M

AN
DER N

2K 
N

M
EA 2000 Light Controller and 

Expansion M
odule

LIGH
T CO

M
M

AN
DER N

2K PLU
S 

N
M

EA 2000 ‘PLU
S’ built-in connectivity 

to Ethernet

SEE BACK CO
VER FO

R PART N
U

M
BERS
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TRO

LLERS

10-30V
Pow

er Source

Shadow
-N

ET
™

O
ptional Push Button Sw

itches

Light Com
m

ander 
N

2K

3.5m
m

 Fem
ale 

Audio Jack

Connector 3
Connector 1

Connector 2

G
N

D

SCM
-PD4CH

10-30V
Pow

er Source

M
ulti-Function Display

N
M

EA 2000 Backbone

SCM
-LC-N

2K TYPICAL W
IRIN

G

10-30V
Pow

er Source

Connector 3
Connector 1

Connector 2

Shadow
-N

ET
™

O
ptional Push Button Sw

itches

Light Com
m

ander 
N

2K PLU
S

3.5m
m

 Fem
ale 

Audio Jack

G
N

D EthernetSCM
-PD4CH

10-30V
Pow

er Source

M
ulti-Function Display

N
M

EA 2000 Backbone

SCM
-LC-PLU

S TYPICAL W
IRIN

G
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The Shadow
-Caster™ Single Zone Lighting 

Controller SCM
-SN

LC can be used to control a 
single zone of standard RG

B or RG
BW

 lighting.

SCM
-SN

LC

The M
ulti-Zone Lighting Control Kit SCM

-ZC-KIT 
provides easy control w

ith full Shadow
-N

ET™ 
lighting control functionality.
The kit includes the SCM

-ZC-REM
O

TE and the 
SCM

-M
Z-LC.

SCM
-ZC-KIT

SCM
-ZC-REM

O
TE

• Easy to connect 4-conductor w
iring harness

• 16 back-lit tactile push buttons
• M

ounting hole 3.625” (9.2cm
)

• IP65 w
ater resistant

SCM
-M

Z-LC
• 4 individually fused 15 am

p RG
BW

 lighting connections
• Com

patible w
ith 12/24 volt system

s
• 3.5m

m
 fem

ale audio connection for m
usic sync input

• IP65 w
ashdow

n rated enclosure
• Shadow

-N
ET™ Enabled

SCM
-ZC-KIT IN

CLU
DES:

• RG
B, RG

BW
, 2 color and single color lighting

• Zone control (for m
ulti-zone applications only)

• M
ultiple fade m

ode changes
• Brightness in each zone
• 3 versions of m

usic sync
• Control transition speed, color sequence for 

m
ultiple fade and strobe m

odes

SCM
-SN

LC
• Brightness control
• 12 pre-program

m
ed colors

• Fade and color change m
odes

• Sm
all com

pact IP67 w
aterproof housing

• O
utputs Shadow

-N
ET™ com

m
ands to synchronize

• U
nderw

ater lights w
ith above w

ater RG
B lights

• Selectable to be com
patible w

ith RG
B and RG

BW
 lights

• RG
BW

+ LEDs and strips
• Control up to 250 w

atts of LED strip
• Shadow

-N
ET™ Enabled

W
hen the SCM

-SN
LC is com

bined w
ith our 

SCM
-SW

ITCH
-O

/O
/M

O
M

EN
TARY a w

ider range 
of control options are accessible. Sim

ply toggle 
pow

er to set color and brightness and to select 
m

ultiple fade m
odes.

The Shadow
-Caster™ M

FD Lighting Control Kit is 
com

patible w
ith m

ost m
ajor M

FD m
anufacturers 

including G
arm

in™, Sim
rad, Low

rance
®, B&G

, 
Raym

arine
®, Furuno and H

um
m

inbird.
Sim

ply plug into your system
’s netw

ork interface 
and step through the on-screen setup. There 
is no additional softw

are to install or com
plex 

configuration required.

SCM
-M

FD-LC-KIT
• RG

B, RG
BW

, 2 color and single color lighting
• Zone control (for m

ulti-zone applications only)
• M

ultiple fade m
ode changes

• Control color and brightness
• 4 versions of m

usic sync
• Endless lighting scenes can be configured and 

recalled
• Control transition speed, colour sequence for 

m
ultiple fade and strobe m

odes

SCM
-M

FD-LC-KIT IN
CLU

DES:

SCM
-M

FD-BRIDGE
• Provides ethernet connectivity interface for Shadow

-
Caster™ lighting controllers

• Com
es w

ith standard ethernet cable (adapter m
ight be 

required from
 screen m

anufacturer)
• Shadow

-Caster™ IP67 cables available for G
arm

in and 
N

avico brands Sim
rad, Low

rance, and B&G
 m

odels.
• Supports 6 zones of lighting control
• Recom

m
ended for use w

ith SCM
-M

Z-LC 
(explore SCM

-LC-PLU
S version for new

er system
s)

SCM
-M

Z-LC
• 4 individually fused 15 am

p RG
BW

 lighting connections
• Com

patible w
ith 12/24 volt system

s
• 3.5m

m
 fem

ale audio connection for m
usic sync input

• IP65 w
ashdow

n rated enclosure
• Shadow

-N
ET™ Enabled

CO
M

PATIBLE W
ITH

 LEADIN
G

 M
FD BRAN

DS

SEE BACK CO
VER FO

R PART N
U

M
BERS



19
18 PO

W
ER DISTRIBU

TIO
N

The SCM
-PW

R6 is designed to allow
 control of sim

ple 
O

N
/O

FF and other 3rd party Lights as part of a “Lighting 
Scene” through the Shadow

-Caster™ interface.
• 6 independent digital sw

itches
• Control 3rd party lighting
• Digital over current protection
• M

anual sw
itch override

• Full integration w
ith Shadow

-N
ET™ interface

• Blue back light Shadow
-Caster™ logo panel indicates 

pow
er state

SCM
-PW

R6

The SCM
-PD4CH

 provides a convenient w
ay to pow

er and 
protect up to 4 Shadow

-Caster™ underw
ater lights.

• Com
pact rem

ote pow
er control box

• G
reen/red LED indicates the status of each output 

channel
• Individual digital overcurrent protection for each channel
• Com

patible w
ith Shadow

-Caster™ single and 
m

ulti-color lights
• Recom

m
ended w

hen installing tw
o or m

ore  
underw

ater lights
• U

se w
ith a helm

 m
ounted sw

itch or w
ith no sw

itch w
hen 

using com
patible Shadow

-Caster™ controller
• Blue back light Shadow

-Caster™ logo panel indicates 
pow

er state
• IP67 Deutsch connections

SCM
-PD4CH

ACCESSO
RIES

The SCM
-PD4CH

 is a 4-position pow
er 

distribution m
odule that provides a convenient 

w
ay to connect and pow

er up to four Shadow
-

Caster™ underw
ater lights.

The SCM
-PW

R6 M
O

DU
LE is a 6 channel digital 

sw
itch m

odule to interface any standard 
light w

ith the Shadow
-Caster™ Shadow

-N
ET™ 

interface.

SCM
-PD4CH

 &
 SCM

-PW
R6

ACCEN
T LIG

H
TIN

G
 M

O
U

N
TIN

G
 TRACK

SCM
-AL-TRACK-1M

AL LED Track

SCM
-AL-M

IN
I-TRACK-1M

M
ini N

eon Track

SCM
-AL-SVM

IN
I-N

EO
N

-TRACK-1M
SV M

ini N
eon Track

G
ASKETS

SCM
-G

ASKET-SCR
SCR G

asket for m
etal hulls

SCM
-G

ASKET-SCM
4

SCM
 4 G

asket for m
etal hulls

SCM
-G

ASKET-SCM
6

SCM
 6 G

asket for m
etal hulls

SCM
-G

ASKET-SCM
10

SCM
 10 G

asket for m
etal hulls

SCM
-G

ASKET-SC3TB
SC3 Thru-Bolt G

asket for m
etal hulls

SCM
-G

ASKET-SC3SM
SC3 AL Surface M

ount G
asket for m

etal hulls

SCM
-G

ASKET-SC3SM
-BR

SC3 Bronze G
asket for m

etal hulls

TRIM
 TAB M

O
U

N
TS

SCR-TT
Single Trim

 Tab M
ount for SCR series

SCM
-TT-10

Single Trim
 Tab M

ount for SCM
-10

SCM
-TT-6

Single Trim
 Tab M

ount for SCM
-6

SCM
-TT-4

Single Trim
 Tab M

ount for SCM
-4

DO
CK LIG

H
T

SCM
-DO

CKM
O

U
N

T
SCR underw

ater light w
ith secure dock m

ounting attachm
ent

CABLES

SCM
-M

FD-CABLE-G
ARM

IN
G

arm
in IP67 ethernet cable

SCM
-M

FD-CABLE-N
AVICO

Sim
rad, Low

rance, B&G
 IP67 ethernet cable

SCM
-LC-H

ARN
ESS

D Style pre-w
ired connectors (for SCM

-LC-N
2K or PLU

S)

SCM
-SCN

ET-01
1m

 Shadow
-N

et™ cable

SCM
-SCN

ET-02
2m

 Shadow
-N

et™ cable

SCM
-SCN

ET-04
4m

 Shadow
-N

et™ cable

SCM
-SCN

ET-05
5m

 Shadow
-N

et™ cable

SCM
-SCN

ET-Y
0.5 m

eter Shadow
-N

ET™ splitter (2 m
ale to 1 fem

ale)

SCM
-SCN

ET-M
M

CO
U

PLER-0.5
Shadow

-N
ET™ cable m

ale to m
ale coupler

W
IRE (AVAILABLE BY TH

E FO
O

T)

SCM
-SCN

ET-OYTP20G
-50

O
range & yellow

 w
ire: 20aw

g tw
isted pair, 50ft (15m

)

SCM
-SCN

ET-OYTP20G
-50

O
range & yellow

 w
ire: 20aw

g tw
isted pair, 100ft (30.5m

)

SCM
-RBOY-50

4 conductor w
ire: 16aw

g red & black, 20aw
g orange & yellow

, black outer jacket, 50ft (15m
)

SCM
-RBOY-100

4 conductor w
ire: 16aw

g red & black, 20aw
g orange & yellow

, black outer jacket, 100ft (30.5m
)

SCM
-RG

B18G
-50

4 conductor w
ire: 18aw

g, red, green, blue, black w
ith black outer jacket, 50ft (15m

)

SCM
-RG

B18G
-100

4 conductor w
ire: 18aw

g, red, green, blue, black w
ith black outer jacket, 100ft (30.5m

)

7.9” [200.7m
m

]

2.4” 
[61m

m
]

1.3” 
[33m

m
]

7.9” [200.7m
m

]

2.4” 
[61m

m
]

1.3” 
[33m

m
]

M
ounting 

Screw
s

M
ounting 

Surface

G
asket

U
nderw

ater Light

SCM
-AL-SVM

IN
I-N

EO
N

-TRACK-1M
SCM

-AL-TRACK-1M
SCM

-AL-M
IN

I-TRACK-1M



INDEX OF PART NUMBERS

SHADOW-CASTER™ LIGHTING COLOR CODES

SCR UNDERWATER LIGHTS
SCR-24-CC-BZ-10
SCR-24-BW-BZ-10 
SCR-24-GW-BZ-10 
SCR-24-BB-BZ-10 
SCR-24-AG-BZ-10 
SCR-16-BW-BZ-10
SCR-16-UB-BZ-10
SCR-16-GW-BZ-10
SCR-16-BB-BZ-10
SCR-16-AG-BZ-10
SCR-16-CR-BZ-10
SC3-CC-BZSM
SC3-BW-BZSM
SC3-GW-BZSM
SC3-BB-BZSM

SC3-RGB-ALTB
SC3-GW-ALTB
SC3-BB-ALTB

SCM UNDERWATER LIGHTS
SCM-10-EXT-CC 
SCM-10-BB-20 
SCM-10-GW-20 
SCM-10-AG-20 
SCM-10-UB-20 
SCM-10-CR-20 
SCM-6-BB-20
SCM-6-GW-20 
SCM-6-AG-20 
SCM-6-UB-20 
SCM-6-CR-20 
SCM-4-BB-20 
SCM-4-GW-20 
SCM-4-AG-20 
SCM-4-UB-20 
SCM-4-CR-20

Color Changing  Page 4
Blue/White   Page 4
Great White  Page 4
Bimini Blue   Page 4
Aqua Green   Page 4
Blue/White   Page 4
Ultra Blue   Page 4
Great White  Page 4
Bimini Blue   Page 4
Aqua Green  Page 4
Cool Red   Page 4
Color Changing  Page 5
Blue/White   Page 5
Great White  Page 5
Bimini Blue   Page 5

Color Changing  Page 5
Great White  Page 5
Bimini Blue   Page 5

Color Changing  Page 6
Bimini Blue   Page 6
Great White  Page 6
Aqua Green  Page 6
Ultra Blue   Page 6
Cool Red   Page 6
Bimini Blue   Page 7
Great White  Page 7
Aqua Green  Page 7
Ultra Blue   Page 7
Cool Red   Page 7 
Bimini Blue   Page 7
Great White  Page 7
Aqua Green  Page 7
Ultra Blue   Page 7
Cool Red   Page 7

CONTROLLERS
SCM-LC-N2K
SCM-LC-PLUS
SCM-MFD-LC-KIT
SCM-MFD-BRIDGE
SCM-MZ-LC 
SCM-ZC-KIT 
SCM-ZC-REMOTE
SCM-SNLC

NMEA 2000 Lighting Controller Page 12-15
NMEA 2000 Lighting Controller  Page 12-15
SC-NET Lighting Controller Page 16
Ethernet Communications Bridge Page 16
Multi Zone Lighting Controller Page 16-17 
Multi-Zone Lighting Controller Kit Page 17
4 Zone Push Button Remote Page 17
Single Zone Lighting Controller Page 17

SPREADER LIGHTS
SCM-SLF-CC-WH 
SCM-SLF-WBR-WH 
SCM-SLF-GW-WH 
SCM-SLF-CC-BK 
SCM-SLF-WBR-BK 
SCM-SLF-GW-BK
SCM-SLB-GW-WH 
SCM-SLB-WBR-WH
SCM-SLB-CC-WH
SCM-SLB-CC-BK 
SCM-SLB-WBR-BK 
SCM-SLB-GW-BK 

DOWN LIGHTS
SCM-DLX-CC-WH
SCM-DLX-WBR-WH
SCM-DLX-GW-WH 
SCM-DLX-CC-BK 
SCM-DLX-WBR-BK
SCM-DLX-GW-BK
SCM-DLX-CC-CHR-WH
SCM-DLX-CC-CHR-BK 
SCM-DLXS-CW-WH
SCM-DLXS-WW-WH
SCM-DLXS-BB-WH
SCM-DL-CC-WH 
SCM-DL-WBR-WH
SCM-DL-GW-WH 
SCM-DL-CC-BK 
SCM-DL-WBR-BK
SCM-DL-GW-BK

COURTESY LIGHTS
SCM-CL-BB 
SCM-CL-GW 
SCM-CL-CR
SCM-CL-RGB
SCM-CL-BB/GW
SCM-CL-BB-SS 
SCM-CL-GW-SS 
SCM-CL-CR-SS 
SCM-CL-BB/GW-SS
SCM-CL-RGB-SS 

ACCENT LIGHTS
SCM-RAL-RGB-0.5 
SCM-RAL-RGB-0.4AB
SCM-RAL-RGB-0.4PW
SCM-AL-LED-08
SCM-AL-LED-16 
SCM-AL-NEON- 08
SCM-AL-NEON- 16 
SCM-AL-MINI-NEON- 08
SCM-AL-MINI-NEON- 16
SCM-AL-SV-MINI-NEON- 08
SCM-AL-SV-MINI-NEON- 16
SCM-AL-SV-MINI-NEON- 30

Color Changing, Flush Mount, White Housing  Page 8 
White/Blue/Red, Flush Mount, White Housing  Page 8 
Great White, Flush Mount, White Housing   Page 8
Color Changing, Flush Mount, Black Housing  Page 8 
White/Blue/Red, Flush Mount, Black Housing  Page 8 
Great White, Flush Mount, Black Housing  Page 8
Color Changing, Bracket Mount, White Housing Page 8 
White/Blue/Red, Bracket Mount, White Housing Page 8 
Great White, Bracket Mount, White Housing  Page 8
Color Changing, Bracket Mount, Black Housing Page 8 
White/Blue/Red, Bracket Mount, Black Housing Page 8 
Great White, Bracket Mount, Black Housing  Page 8 

Color Changing White Housing/Window  Page 9 
White/Blue/Red, White Housing/Window  Page 9 
Great White, White Housing/Window  Page 9
Color Changing, Black Housing/Window   Page 9
White/Blue/Red, Black Housing/Window  Page 9
Great White, Black Housing/Window  Page 9
Color Changing, White Housing/Chrome Window Page 9
Color Changing, Black Housing/Chrome Window Page 9
Cool White, White Housing/Window  Page 9
Warm White, White Housing/Window  Page 9
Bimini Blue , White Housing/Window  Page 9
Color Changing, White Housing   Page 9 
White/Blue/Red, White Housing   Page 9
Great White, White Housing   Page 9 
Color Changing, Black Housing   Page 9 
White/Blue/Red, Black Housing   Page 9
Great White, Black Housing   Page 9

Bimini Blue/White & Black Covers   Page 11
Great White/White & Black Covers   Page 11
Cool Red/White & Black Covers   Page 11
Multi-Color / White & Black Covers   Page 11
Bimini Blue/Great White/White & Black Covers Page 11
Bimini Blue/Stainless Steel Cover   Page 11
Great White/Stainless Steel cover   Page 11
Cool Red/Stainless Steel Cover   Page 11
Bimini Blue/Great White/Stainless Steel Cover  Page 11
Multi-Color/Stainless Steel Cover   Page 11

Round Accent Light for ½” Hole   Page 11
Round Accent Light for ⅜” Hole, Black Aluminum Page 11
Round Accent Light for ⅜” Hole, White Plastic  Page 11
8 ft RGB      Page 10
16 ft RGB     Page 10
8 ft Neon RGB    Page 10
16 ft Neon RGB    Page 10
8 ft Mini Neon RGB    Page 10
16 ft Mini Neon RGB    Page 10
8 ft Mini Neon RGB    Page 10
16 ft Mini Neon RGB    Page 10
30 ft Mini Neon RGB    Page 10

Shadow-Caster™ LED Lighting | 2060 Calumet Street | Clearwater, FL 33765
p: 1+ 727.474.2877  e: info@shadow-caster.com  w: shadow-caster.com

Designed & Manufactured 
in Clearwater, FL
© 2023 Shadow-Caster™ LED Lighting, All Rights Reserved

POWER DISTRIBUTION BOXES
SCM-PD4CH 
SCM-PWR6
SCM-PD-PLUS 
SCM-PD-RELAY-4 

4 Position Power Distribution Module  Page 18
6 Channel Digital Switch Module   Page 18
Power Distribution for Shadow-Net™     visit our website for details
Power Distribution Box         visit our website for details

GW - Great White CW - Cool White WW - Warm White UB - Ultra Blue

AG - Aqua Green BB - Bimini Blue CR - Cool Red BW - Blue/White

WBR - White/Blue/Red CC - Color Changing (RGB / RGB-CC / RGBW-CC) 


